PRODUCT DETAIL

INSTALLATION DETAIL / Cross Section

HORIZONTAL NOTCH

USAGE
The Horizontal Notch creates a traditional reveal between horizontal ends of 5/16” fiber cement panels. The exposed reveal is angled to channel moisture away from the building’s envelope. Additionally, the Horizontal Notch allows for perfect field alignment with corners and terminations, reducing any possibility of gaps or imperfections. The Horizontal Notch is available in 5’ lengths, opposite hand pairs, and a variety of finishes.

GUIDE SPECIFICATION
Where indicated on drawings, Fry Reglet Horizontal Notch, as manufactured by Fry Reglet Corporation, shall be installed. Aluminum shall be extruded alloy 6063 T5. Available in primed, clear anodized, powder coated, or custom finish. Refer to finish section on page 73.

NOTE
To be used in a horizontal application. Attach panel in accordance with the manufacturer’s fastening schedule.

SIZES

<table>
<thead>
<tr>
<th>REVEAL DEPTH</th>
<th>NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td>H3</td>
<td>NOM. 1/2” FCP-HOZ NOTCH</td>
</tr>
</tbody>
</table>

Metal or Wood Framing
Wall Sheathing
Weather Resistant Barrier
Flashing Tape
Outside Corner
Horizontal Notch
5/16” Fiber Cement Panel

www.fryreglet.com
FRY REGLET | 23