 USAGE
Fry Reglet LED Glazing Track is designed for 5/8” drywall and provides a continuous band of light along the bottom edge of translucent panels such as glass, acrylic or resin. For horizontal applications. LED lens, clear blocking and gasket included.
*Refer to chart for recommended gasket size.

GUIDE SPECIFICATION
Where indicated on drawings, LED Glazing Track, as manufactured by Fry Reglet Corporation, shall be installed. Aluminum shall be extruded alloy 6063 T5, with clear anodized or powder coat finish. Specify length and Kelvin temperature.

AVAILABLE KELVIN
LED DMGT4875 is available with 2700K, 3000K, 3500K and 4000K, @ 330 lumens / 550 lumens and RGB.

SIZES
NUMBER
LED-DMGT4875

LED-DMGT GLASS GASKET SIZES

<table>
<thead>
<tr>
<th>GLASS THICKNESS</th>
<th>PART NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td>For use with 1/2” Glass</td>
<td>RR-3657</td>
</tr>
<tr>
<td>For use with 5/8” Glass</td>
<td>RR-3654</td>
</tr>
<tr>
<td>For use with 3/4” Glass</td>
<td>RR-3730</td>
</tr>
</tbody>
</table>

SIZES
NUMBER
LED-DMGT4875