**Usage**
Fry Reglet FCP Drip Caps create an attractive architectural reveal between horizontal ends of fiber cement panels and the tops of doors and windows. Available in 1 1/2" and 7/8" horizontal dimensions. The profile shape channels moisture out.

**Guide Specification**
Where indicated on drawings, Fry Reglet Drip Caps as manufactured by Fry Reglet Corporation, shall be installed. Aluminum shall be extruded alloy 6063 T5, with primed finish, clear anodized or other specified finish. Refer to finish section.

**Note:** Attach panel in accordance with the manufacturers fastening schedule.

**Sizes**

<table>
<thead>
<tr>
<th>DIM. A REVEAL DEPTH</th>
<th>DIM. B</th>
<th>DIM. C</th>
<th>NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td>7/8&quot;</td>
<td>1 1/2&quot;</td>
<td>1/8&quot;</td>
<td>FCP-DRIP CAP 875</td>
</tr>
<tr>
<td>1 7/16&quot;</td>
<td>1 3/4&quot;</td>
<td>3/8&quot;</td>
<td>FCP-DRIP CAP</td>
</tr>
</tbody>
</table>

**Installation Detail**

**Cross Section**

- Weather Resistant Barrier
- 5/16" Fiber Cement Panel
- Flashing Tape
- 1/2"
- Drip Cap

**ISO View**

- Weather Resistant Barrier
- 5/16" Fiber Cement Panel
- Flashing Tape
- Drip Cap
- Window or Door Header